
Autoplasto in nylon
Security Seal 
 

Material : Nylon

Diameter / Strap width : 1.3 mm

Total length : 190 mm

Usable length : 160 mm

Pull apart force : 12 kg

Metal insert : Yes

Closure type : Progressive tightening

Type of tail : Round & smooth

ISO17712 H : No

Tag dimensions : 10,31 x 10,92 mm

Ex stock : Yes

Standard packaging : 1.000 pcs box

Delivery time for personalised product : 3 to 4
weeks

MOQ for stock product : 500 pcs

MOQ personalised products : 1000 pcs

Weight for 1000 pcs : 1,9 kg

HS Code : 39 23 50 90

Available colors : 

This nylon seal with metallic insert in the head is recommended for the
protection of fire extinguishers, electric meters, safety valves or circuit
breakers. 

It possesses a metallic insert anti-return, which allows a tensile strength of
12kg. 

In terms of temperatures, he can be used between -40 ° and 80°C.

Seals are basis consecutively numbered available in green, yellow, blue,
red and white.

Customization of the marking with a name is possible from 1000 pcs,
within 2-3 weeks.

Packaging: pin of 10 rooms/cardboard of 1000 rooms.

Dimensions of the cardboard: 18 x 24 x 36 cms - Weight 1.9 kg

Free samples on request.
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